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TS-HR38 / TS-HRW38 usB-HID/Ethernet/RS232

Specifications:

Size:
80 * 80 * 28 mm

Reading distance:
Depending on size of transponder up to
80 mm

Operating temperature:
-10°Cto 55°C

Power supply:
USB Interface
5Vdc Ethernet / RS232

Interfaces:
USB-HID, Ethernet or RS232

Type of tags:

ISO 15693 & ISO 14443-3 compatible,
Mifare UltraLight, Mifare 1Tk and
Mifare 4k

Type overview / Ubersicht:

TS-HR38-USB-HID 13,56MHz
TS-HW38-USB-HID 13,56MHz
TS-HRW38-USB-HID 13,56MHz
TS-HR38- Ethernet 13,56 MHz
TS-HW38- Ethernet 13,56 MHz
TS-HRW38- Ethernet 13,56 MHz
TS-HR38- RS232 13,56MHz
TS-HW38- RS232 13,56MHz
TS-HRW38- RS232 13,56MHz

Technische Daten:

Grofle:
80*80*28 mm

Lesedistanzen:
bis zu 80 mm (abhangig von der
TranspondergroRe)

Betriebstemperatur:
-10°C bis 55°C

Spannungsversorgung:
USB Schnittstelle
5Vdc Ethernet / RS232

Schnittstellen:
USB-HID, Ethernet oder RS232

Transpondertypen:

ISO 15693 & ISO 14443-3 kompatibel,
Mifare UltraLight, Mifare 1k und
Mifare 4k
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